


modEl  SCM205 SCM210  SCM215  SCM220  SCM225 SCM230

ElEctrical data
Peak Power Watts - Pmpp (Wp)   205 210 215  220  225 230
Power Output Tolerance - Pmpp (%)   ± 3 ± 3 ± 3  ± 3  ± 3  ± 3
Maximum Power Voltage - Vmpp (V)   28.1 28.2  28.3  28.7  29.1 29.4
Maximum Power Current - Impp (A)   7.3 7.5  7.6  7.7  7.7 7.8
Open Circuit Voltage - Voc (V)   36.1 36.1  36.3  36.6  36.8 37.1
Short Circuit Current - Isc (A)   7.9 8.1  8.1  8.2  8.2 8.3
Temperature Coefficient of Pmpp (%/°C)   - 0.452 – 0.452 – 0.452  – 0.452  – 0.452  – 0.452
Temperature Coefficient of Voc (%/°C) - 0.34 – 0.34  – 0.34  – 0.34  – 0.34  – 0.34
Temperature Coefficient of Isc (%/°C) 0.074 0.074   0.074  0.074  0.074 0.074
Cell Efficiency (%)  14.0 14.4  14.7  15.1  15.4 15.8
Module Efficiency (%)   12.4 12.7  13.0  13.3  13.6 13.9
Max Series Fuse Rating (A) 15 15 15 15 15 15
Values at Standard Test Conditions STC (Air Mass AM 1.5, Irradiance 1000 W/m2, Cell temperature 25 °C)

noct (nominal operating cell temperature)  47.5°C ± 2
The NOCT values are  reached at an irradiance of 800 W/m2, at an ambient temperature of  68 °F [20 °C] and a wind speed of 1 m/s.

Performance measurements at different low irradiance levels:  800 W/m2 = - 19.6%, 500 W/m2 = - 49.8%, 200 W/m2 = - 80.6%.

cErtification / standards
Complies to UL 1703 - 3rd edition

sizE and wEight   scm sEriEs

Area  17.76  ft2  [1.65 m2]
Length   65.55 in  [1665 mm]
Width  39.02 in  [991 mm]
Thickness with frame  1.69 in  [43 mm]
Weight    48.50 lbs  [22 kg]
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opErating conditions
Module temperature range  – 40… + 176°F [- 40... + 80°C]
Maximum System Voltage  600 V
Mechanical load  5400 Pa, equals 112.8 lbs/ft2  [551 kg/m2]
Wind speed  Rated for wind speed of up to 122 mph 

[197 km/t]  with security factor 3 *.
Fire Rating: Class C

* Tested with 3 x 122 mph (security factor 3).

gEnEral
Cells
Multi-crystalline cells  156mm x 156mm, 60 in series per module.

Module
Front  High-transparency solar glass with 

antireflection surface treatment. 
Encapsulation  EVA.
Backsheet TPT foil.
Junction box  Multi-Contact Solarline 2 (MC4), 3 bypass 

diodes.
Frame  Clear anodized aluminium.

Connection
2 x 61 inches [1.55 m] solar cables with MC4 connectors.

Note: Specifications subject to change without notice.
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