


LG240M1C / LG235M1C / LG230M1C

LG Monocrystalline
Solar Module
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Mechanical Properties

Cells

Cell  vendor

Cell type

Cell dimensions

# of busbar

Dimensions (L x W x H)

Maximum load (Pa)

Weight

Connector type

Junction box

Length of cables

6 x 10

LG

Monocrystalline

156 x 156 mm2

6 x 6 in2

3

1632 x 986 x 42 mm

64.25 x 38.82 x1.65 in

5400

18.93 kg / 41.73 lb

Tyco connector IP 67

IP 65 with 3 bypass diodes

2 x 1000 mm / 2 x 39 in

Certifications & Warranty

Certification (To be 

processed or pending)

Product warranty

Output warranty of Pmin

IEC 61215 Ed.2, 

IEC 61730, UL 1703

5 years

12 years - 90% 

25 years - 80%

*The electrical properties applies under Standard Test Conditions (STC) with 1000 W/m2 irradiation,  
25°C cell temperature, and AM 1.5 spectrum.
The rated electrical characteristics are subject to a manufacturing tolerance of 0~3%

*The nameplate power output is measured and determined by LG Electronics at its sole and absolute 
discretion. 

Electrical Properties (*STC)
Max. output (Pmax)

Performance tolerance

Module efficiency

MPP voltage (Vmpp)

MPP Current (Impp)

Open-circuit voltage (Voc)

Short-circuit current (Isc)

Maximum system voltage

Series fuse rating (A)

240 Wp 235 Wp 230 Wp

0 ~+3 %

14.9 % 14.6 % 14.3 %

29.7 V 29.6 V 29.5 V

8.10 A 7.94 A 7.81 A

36.9 V 36.8 V 36.6 V

8.58 A 8.49 A 8.37 A

1000 V (UL 600 V)

15 A

NOCT

Pmax

Voc

Isc

45 ± 2 °C 

-0.46 %/K 

-0.34 %/K 

0.046 %/K 

Temperature Coefficients


